
 

iMIG 210 multi 

 
 

- Multifunction MIG/TIG/MMA 

- MIG 2-step-4-step 

- Quality 2 rolls wire feeder 

- Polarity change for gasless welding 

- EU central connector 

- PFC power saving 

- Wire inching function 

- Suitable for 15 kg spool 

 
 

 
 
 
 
 
 
 



 

Specification: 
 

 iMIG 210 multi 
Supply voltage 230 V, 50/60 Hz 

Fuse 16 A 

Welding range MIG 20 – 200 A 

Welding range TIG 10 – 200 A 

Welding range MMA 20 – 185 A 

No load voltage MIG 33 V 

No load voltage TIG 5 V 

No load voltage MMA 75 V 

Duty cycle MIG: 
[40°C] 
 

100% - 110 A 

  60% - 160 A 

  35% - 200 A 

Duty cycle TIG: 
[40°C] 
 

100% - 110 A 

  60% - 160 A 

  40% - 200 A 

Duty cycle MMA: 
[40°C] 
 

100% - 100 A 

  60% - 140 A 

  25% - 185 A 

Wire diameter 0,6 mm – 0,8 mm (Steel) 

Protection grade IP 21 

Insulation H 

Cooling AF 

Dimensions (L x W x H) 795 x 540 x 700 mm 

Weight 25 kg 
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